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Butyl Tape Aluminum Woven Foil 
Crocodile Seal Tape is a multi-purpose adhesive tape made from synthetic butyl rubber, the same type used in the automotive tire 

industry. It offers superior quality compared to lower-grade synthetic rubbers like asphalt or bitumen. Its material allows for excellent adhesion 
and stability, as it bonds with the substrate itself. The surface is reinforced with reflective silver foil, which helps reduce heat accumulation 
and can be painted over. It has good tear resistance and is highly durable against UV radiation and extreme temperature fluctuations. Free from 
solvents, the material remains flexible and does not become brittle or crack. It is waterproof and provides excellent protection against water 
infiltration, making it suitable for use in areas prone to standing water. The tape adheres to a wide range of materials, including all types of 
roof tiles, concrete, plaster, awnings, polycarbonate, aluminum composite, wood, fiberglass fabric, fiber cement, asphalt, steel, galvanized 
metal, metal sheets, U-clamps, and C-line supports. 
Product Features 

• Butyl Rubber base, weatherproof and UV resistance, 

• Aluminum foil reflects radiation and heat, high strength and is over paintable. 

• Good adhesion to many substrates, self-adhesive. 

• Easy to apply, just release back paper and press. 
Application 

• Sealing joints roof on including metal sheet. 

• Sealing joints on gutter and drainage, exhaust hood. 

 

 

 

 



 
SU-MKS-A-812 REV03 
Revise 03:  27/09/24 

 

  

 
Application Instruction 
• The substrate must be sound, clean dry and free from all surface contaminants. 

• All loose particles, laitance, paint, rust and poorly adhering material must be removed. 

• Cut the tape to the required length, remove release paper and press firmly onto substrate. 

• All joint connections should be overlapped min 5 cm.  

Technical Data 

Test Method Evaluation 

Heat Resistance > 80 °C 

Water Resistance Non dissolve 

Peel Strength 2.5 kgf / 25 mm 
Cold Resistance Non-Break 

Caution   
• Temperature range for use : 5 oC to 40 oC 
• During installation, ensure that the material is firmly attached to the surface without any air bubbles. 
• It is therefore essential to avoid applying Crocodile Tape Seal during rainy weather, and to protect the surface until a dry protecting film has 
formed. 
• Keep out of reach of children  
Storage  
• Use within 36 months from the date of manufacturing when kept in sealed condition 
• Store in dry, cool and well-ventilated place 
Packing 
Size : 10 cm width x 3 m length/roll,  
          28 cm width x 3 m length/roll,  
          28 cm width x 10 m length/roll 
 
 
 
 
 
 
 
 
The information provided is given in good faith, based on current knowledge and Jorakay Corporation’s experience with the products when they are properly stored, handled and 
applied in normal situations and in accordance with the recommendations of Jorakay Corporation. This is useful for information and consulting, but is not legally binding. In particular, 
it does not exempt the user from testing and verifying the suitability of the product for the desired application and purpose. Jorakay Corporation reserves the right to modifications 
that improve the product or its application. This version invalidates previous ones. 


