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Crocodile Adhesive Quick 
Adhesive

                                                                                    

Super Nail Power Construction Adhesive 
Crocodile Adhesive Quick is a high-quality, multi-purpose nail adhesive with a water-based formula, suitable for all types of 

construction and repair work. It offers exceptionally strong adhesion, making it an excellent alternative to nails. With high initial bonding 
strength, it can be used both indoors and outdoors. It adheres well to porous materials such as wood, cement, concrete, fiber cement, natural 
stone, decorative stone, vinyl, brick, and blocks. 
Product Features 

• Highly effective in adhesion, durable, and suitable for use as an alternative to nails 

• High initial grab 

• Suitable for bonding on uneven surfaces 

• Solvent free 

• Excellent adhesion to a wide range of construction substrates 

• Excellent adhesion on a wide range of construction materials both in interior and exterior applications 
Application 

• Suitable for immediate and rock-solid bonding of many materials such as wood, many plastics, bricks, stone, tiles, metal to porous surfaces 
such as concrete, plaster, MDF, OSB, timber panels, chipboard etc. 

• Suitable for the bonding of decorative and repairing materials, skirting boards, gypsum panels in vertical, horizontal and overhead 
applications. 
Color : White 
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Application Instruction 

Substrate Preparation 

The surface condition must be clean and dry, free from dust, grease, oil stains, or other debris. One side of the material's surface must be 
porous to absorb the adhesive, clean, and remove any residue. 
Application 
1. The surface must be dry, clean, free from dust, paint, oil stains or dirt. 

2. Cut off tip of nozzle at desired bead and angle. 

3. Apply adhesive to surface using follow patterns : 

    • In spots to smooth uneven surfaces or small materials 

    • In stripes from for higher initial tack with wide surfaces 

4. Press firmly for 3-5 minutes. 
5. Heavy objects require supporting materials for 24-48 hrs. 
Cleaning  
Clean all tools and equipment immediately with a dry cloth before the adhesive dries. For any remaining hardened adhesive, remove it by 
scrubbing or using a scraper. 
Technical Data 

Test Method Standard Evaluation 

Hardness Shore A ASTM C661 67 

Tensile Strength ASTM D412 5.8 MPa 

Elongation at brake ASTM D412 > 50% 
Adhesion in peel, N/25 mm width 
   Mortar 
   Aluminum 

 
ASTM C794 

 
>10 
>20 

Tack free time ASTM C679 10-30 min 

Limitations 
• The bonding surface should not exceed 30°C or be damp. 
• Avoid bonding heavy materials or metal sheets in direct sunlight. 
• For plastic bonding, a test application is recommended. Avoid bonding to certain materials such as PE, PP, or bitumen. 
• Submersion in water is not recommended for use. 
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Caution   
• May be harmful to the eyes, skin, or lungs. Wear suitable protective clothing, gloves, and eye/face protection 
• In case of contact with eyes, rinse immediately with clean water for several times and seek medical advice. 
• After contact with skin, wash immediately with water and soap. 
• Keep out of reach of children. 
Storage  
• Use within 24 months from the date of manufacture when kept in sealed container. 
• Store in dry shaded area and in temperature below 10-25 °C. 
Packing 
Net volume : 280 ml./cartridge 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The information provided is given in good faith, based on current knowledge and Jorakay Corporation’s experience with the products when they are properly stored, handled and 
applied in normal situations and in accordance with the recommendations of Jorakay Corporation. This is useful for information and consulting, but is not legally binding. In particular, 
it does not exempt the user from testing and verifying the suitability of the product for the desired application and purpose. Jorakay Corporation reserves the right to modifications 
that improve the product or its application. This version invalidates previous ones. 


